
Talk Tag Directions for use

CAUTION: This product uses a magnet. People using pacemakers or who are sensitive to magnets should not use

this device.

1. Insert the Talk Tag CD into the CD ROM of your computer (Windows 98 or higher required).

2. Plug the serial cable into the serial port of the computer. The serial port must have Com Port assignment 1,2,3,

or 4. (Figure A)

3. Plug the programming module into the other end of the serial cable. (Figure B)

4. Run SignWaveZ.exe from the CD. A  screen should appear as seen in the picture above. (Figure C)

5. Type your message into the message box. The character limit is 118. Do not adjust the LOOP setting.

The speed at which the message scrolls can be changed by the speed adjustment slider bar on the right.

6. Insert the battery into the Talk Tag.

7. Hold the Talk Tag over the programming module. The infrared receiver [small white box] on the Talk Tag should

be lined up with the infrared transmitter [clear round projection] of the programming module. Try to keep the Talk

Tag within 6 inches of the transmitter module.  (Figure D)

8. Press the Send It button on the screen. The Download Progress bar will build from left to right. When the down-

load is complete, a message box will appear notifying you.  Do not move the Talk Tag around while downloading.

9. To turn off the Talk Tag, remove the battery.   NOTE:  Each battery runs for 18+ hours.  Your Talk Tag has been

tested before being shipped.  It may take more than one attempt to change the message.  If it doesn’t take the

message the first try, change badge position over transmitter.

Abuse or misuse of product voids manufacturer warranty.  The product comes with a 90 day warranty covering manufacturer defects.
 If failure of product is covered by manufacturer warranty, Peabody Advertising will repair or replace the Talk Tag at our discretion.
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Figure C - Text Screen to type message
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